EEED autHoRITY | DR | cK

d A N

R CONSTANT -_RELEASED 860005( EM| FH
1 H
KRN
1
l’ 1.75 - Y l_ o g E'| 04 a5 -+ 111G
| i 10.50 31.8 REF 55710 _\\ \‘ sa7s oL 1 1]
. t 14.00 F— — 550 N .
4 F_" LCS =\‘ -

THIS DRAWING AND DESIGN HEREON CON-
STITUTES A PROPRIETARY DESIGN OF
PACKARD ELECTRIC DIVISION AND IS NOT
TO BE DUPLICATED OR REPRODUCED WITH-
OUT AUTHORITY OF PACKARD ELECTRIC

| DIVISION.
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NO DRAFT ON THESE
SURFACES-TYP 4 PLC

6.50R-2 PLCS
4.8/R-2 PLCS

0.40R-2 PLCS
0.80R-2 PLCS

0.00R-2 PLCS
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[ 18.50 -
RECOMMENDED MATERIAL:
P-1546 (CDA 210) - EXTRA SPRING B 15.0 -
TEMPER - TIN PLATED BRASS SHARP le— Q75 —f SECTION A= &~

PLATING THICKNESS: 3.003-0.005 MM 0° 30' DRAFT CONSTANT
TENSILE STRENGTH: 430-480 MPa EXCEPT AS NOTED

USE OF A MATERIAL WITH A CONDUCTIVITY
<207 IACS AT 68°F SHOULD BE APPROVED —f= 0°30' DRAFT CONSTANT

THIS LINE MARKS THE
BY PACKARD ELECTRIC. INTERSECTION OF THE 39

ANGLE LINE AND LOWER
HORIZONTAL LINE OF
2.85 DIM.

12059226 - SEAL 3.00

CABLE SEAL MUST BE

FLUSH WITH OR BELOW = 27.10 -
THIS SURFACE ——

715 _— SEALING SURFACE MUST BE FREE
6.15 OF DEFECTS AND PARTING LINES
5905 _— FOR DISTANCE SHOWN - CONSTANT.

WARREN, OHIO

17.10 -

‘ NOTES—1. 1° DRAFT ON ALL OUTSIDE SURFACES, UNLESS OTHERWISE SPECIFIED.

12066516 - CONN. BOD — 5 8.950 [ N 2. DIMENSIONS ARE TO FACE OF VIEW SHOWN, UNLESS OTHERWISE SPECIFIED.

B | 8.650 A L7 | W/ [ lo.300 3. ALL RADII0.40 UNLESS OTHERWISE SPECIFIED. )
1 | t | t 4. TERMINAL RETENTION FORCE 89.0 N MINIMUM.

GENERAL MOTORS CORPORATION

PACKARD ELECTRIC DIVISION
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RECOMMENDED MATERIAI— GLASS RIENFORCED NYLON OR POLYESTER.
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12052929 - SEAL 1.5 MAX. GAP__ REF. THIS SURFACE
ALLOWABLE .
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MUST BE BLENDED
AT POINT OF
INTERSECTION.
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$$$SUSER$S$$
DGN$SPECIFICATIONSS$$¢8$8$838$$

' $$46$$SYTIMES$¢4$4

. CAVITIES TO ACCEPT 12047680 TERMINAL OR EQUIVALENT.

1
2. WHEN PARTS ARE SHIPPED, THEY MUST BE PACKED IN PLASTIC BAGS ME TR IC
OR SHIPPING CONTAINERS MUST BE LINED WITH PLASTIC LINERS .BAGS DIMENSIONS ARE IN MILLIMETERS
OR LINERS MUST BE SEALED TO AVOID ENTRY OF FOREIGN MATTER.

T T : = - 3. CONNECTOR TO ACCEPT 12059226 CONNECTOR SEAL OR EQUIVALENT. éEEEEEEEE SPECTFIED s
I.“' ’ 4. CONNECTOR TO ACCEPT 12052929 CABLE SEAL OR EQUIVALENT. HH ONE PLACE * g.3 B
6
7

30.00

TWO PLACE * B.15

. MATING CONNECTOR ASM 12064915 OR EQUIVALENT. SCALE |DR. 300 29 8 sccrod
SEALING CODE 3 oure 18SE86 | ‘411 | A EAoon.  18SESE

‘ Estno. | [DATE
. S-60-T LUBEWELL LUBRICANT CAN BE USED AS AN AUXILIARY [EST. No | I

SUPPORT ON THE CABLE INSTALLATION PROCESS.

MﬁTERIﬁL SPEC.
SEE DWG.
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